Dye a white coating layer 1 1 on the treating surface of the work 
piece 1 as a preliminary background color thereof 






Coat a coating film 1 0, having a predetermined color provided 
thereon, as a base color layer on the treating surface of the work 
piece 1 






Coat a first transparent protective layer 20 on the coating film 10 
to protect the coating film 10 




f 



Attach a sticker layer 30 having a predetermined character pattern 
on the first transparent protective layer 20 such that the character 
pattern of the sticker layer 30 is projected from the coating film 
10 to form a three-dimensional appearance 



1 

Coat a second transparent protective layer 40 on the first 
transparent protective layer 20 to sealedly enclose the sticker 
layer 30 between the first and second protective layers 20, 40 so 
as to form a three-dimensional customary coating layer on the 
work piece 1 







Dry the customary coating layer on the work piece 1 



FIG. 1 



Dye a predetermined color on the coating film 1 0 






Feed the coating film 10 onto a water bath such that the coating 
film 10 is flattened out at a water surface by means of water 
tension 







Apply the coating film 10 on the treating surface of the work 
piece 1 under a uniform water pressure, wherein the coating 
film 10 is adapted to be stretched to fittingly coat on the 
treating surface of the work piece 1 so as to evenly coat the 
color of the coating film 10 on the treating surface of the 
work piece 1 
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Remove a residual of the coating film 10 from the work piece 1 






Dry the work piece 1 at an elevated temperature until the 
coating film 10 is substantially coated on the treating surface of 
the work piece 1 as the base color layer 



FIG. 2 



